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a b s t r a c t

We show that porcine brain matter can be modelled accurately as a very soft rubber-like material using
the Mooney–Rivlin strain energy function, up to strains as high as 60%. This result followed from simple
shear experiments performed on small rectangular fresh samples (2.5 cm3 and 1.1 cm3) at quasi-static
strain rates. They revealed a linear shear stress–shear strain relationship ðR240:97Þ, characteristic of
Mooney–Rivlin materials at large strains. We found that porcine brain matter is about 30 times less
resistant to shear forces than a silicone gel. We also verified experimentally that brain matter exhibits
the positive Poynting effect of non-linear elasticity, and numerically that the stress and strain fields
remain mostly homogeneous throughout the thickness of the samples in simple shear.

& 2015 Elsevier Ltd. All rights reserved.

1. Introduction

Modelling the mechanical properties of brain matter is quite a
straightforward process once it is accepted that a small enough
sample can be considered to be isotropic, homogeneous, non-
linear and viscoelastic. However, testing its mechanical behaviour
in order to evaluate its constitutive parameters is not a straightfor-
ward matter at all, and is fraught with potential modelling
mistakes and experimental pitfalls.

For example, standard tensile tests cannot be performed prop-
erly (i.e. cannot follow standard practice, e.g. [1]) on brain matter,
because it fractures easily in that regime. As a consequence of that
brittleness, it is not practical to cut dog-bone shaped specimens
and one must then resort to using cylindrical or prismatic samples,
to be glued at their extremities to the cross-heads of a tensile
machine, for simple tension or simple compression tests. However,
because the faces are glued, end effects intervene early in the
deformation, see [2]. They make the deformation field strongly
inhomogeneous with the consequence that the stress–strain
relationship becomes impossible to determine analytically.

Another standard testing protocol exists [3] which has received
a lot less attention for brain matter, namely the simple shear test.
This is a most illuminating homogeneous deformation, which

brain matter seems to be able to withstand quite well, see Fig. 1
where the amount of shear is K¼1.0, corresponding to a maximal

stretch of K=2þ
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
1þK2=4

q
¼ 1:618, i.e. an extension of 62%.

In this paper we show that careful modelling and experimental
data acquisition lead to an almost complete characterisation of
brain matter as an incompressible isotropic non-linear elastic
material. Hence, we show experimentally that forces normal to
the platens develop during large simple shear, and this effect
allows us to rule out the entire class of generalised neo-Hookean
solids. Also, we obtain a linear shear-stress/amount-of-shear
relationship, a property characteristic of the Mooney–Rivlin mate-
rial, with strain energy density

W ¼ C1ðI1�3ÞþC2ðI2�3Þ; ð1:1Þ
where C1, C2 are constants and I1, I2 are the first two principal
invariants of the left Cauchy–Green deformation tensors.

The conclusion is that it is thus sufficient to determine only two
material parameters in order to fully characterise the (quasi-static)
mechanical behaviour of brain matter, up to at least 60%, which is
more than adequate for practical purposes, including the study of
diffuse axonal injury (DAI), which is believed to occur at macro-
scopic shear strains of approximately 10–50% (see e.g. [4,5]).

Other advances put forth by this work are the exhibition of the
normal force effects generated by simple shear in brain matter, the
numerical verification that the experimental protocol does indeed
produce almost homogeneous fields, and the comparison of the
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stiffness of brain matter with that of a silicone gel at quasi-static
speeds. We found that at quasi-static strain rates, the former is
about 30 times softer in shear than the latter.

2. Material and methods

2.1. Analytical modelling of simple shear

Let us consider a cuboid made of a homogeneous, isotropic,
incompressible, non-linear elastic solid subjected to a simple shear
deformation such that

x1 ¼ X1þKX2; x2 ¼ X2; x3 ¼ X3; ð2:1Þ
where xi denotes the coordinates in the current configuration, Xi

the coordinates in the reference configuration, and K is the
amount of shear, see Fig. 2.

As established by Rivlin [6], the following Cauchy stress
components σij maintain the block in a static state of simple shear:

σ11 ¼ 2K2∂W
∂I1

; σ22 ¼ �2K2∂W
∂I2

; σ12 ¼ 2K
∂W
∂I1

þ∂W
∂I2

� �
;

σ13 ¼ 0; σ23 ¼ 0; σ33 ¼ 0; ð2:2Þ

where W is the strain energy function.
When a solid is modelled as a generalised neo-Hookean

material, for which W ¼WðI1Þ only, the formula (2.2)2 predicts
that σ22 should be zero. This observation will provide a universal
check on the validity of such an assumption [7,8].

When a solid is modelled by the Mooney–Rivlin model (1.1) ,
these formulas give

σ12 ¼ 2ðC1þC2ÞK σ22 ¼ �2C2K
2: ð2:3Þ

In other words, a material modelled by the Mooney–Rivlin model
is expected to have a linear shear response and a non-zero normal
force effect. This latter non-linear effect is the so-called Poynting
effect: when C240, it predicts that the sheared sample should
expand in the direction normal to the gliding plane.

2.2. Sample preparation

Tests were performed on two fresh porcine brains coming from
6 month old pigs collected about 12 h after death from a local
slaughter house. The brains were kept in a saline solution at
4–5 1C. Time between collection and testing was inferior to 5 h
at most.

Then two cuboids were excised with the help of a rectangular
cutter-die from the cerebrum region of the two different brains
containing mixed and grey matter. Two different thicknesses were
obtained by removing excessive matter from the cutter-die by
using a surgical scalpel blade. After cutting, a measure of the

dimensions of the cuboids gave 19� 19� 7 mm¼ 2:5 cm3 for
Sample A and 19� 19� 3 mm¼ 1:1 cm3 for Sample B.

Another cuboid was also prepared, made of Sylgard gel with
the same dimensions of Sample A.

2.3. Testing set-up

The top and bottom large sides of a specimen were glued
between parallel platens with a thin layer of Cyanoacrylate
(Low viscosity Z105880-1EA, Sigma-Aldrich, Wicklow, Ireland).
The use of machined spacers between the two platens avoided
the overstressing of the brain samples as well as it ensured a good
parallelism. This assembly was then mounted on a custom-made
apparatus, whose full details are given in [9].

The top platen was fixed and the bottom platen was mobile in
the horizontal direction only, at the slow speed of 0.257 mm/min.
The displacement of the moving platen was measured via a Linear
Variable Displacement Transducer (LVDT), and 500 grams load-
cells (GSO Series, Transducer Techniques, Temecula, California,
USA) attached to each platen allowed to determine the required
instantaneous shear force F. Once divided by the area a of the face
glued to the platen it gave the Cauchy shear stress component
σ12 ¼ F=a.

At this juncture, it is worth noticing that simple shear is a plane
stress–plane strain deformation, so that no change of area occurs
for out-of-place surfaces and a¼ a0, the initial area of 19�
19¼ 361 mm2 for the samples (hence, Donnelly and Medige [10]
are in error when they write that a0 ¼ a

ffiffiffiffiffiffiffiffiffiffiffiffiffi
1þK2

p
).

2.4. Tests

We obtained quasi-static simple shear data by recording
7 measurements of the force on the samples with thickness
d¼7.0 mm (Sylgard gel and Sample A of brain matter), and 10
measurements on the sample with thickness d¼3.0 mm (Sample B
of brain matter). The amount of shear was varied from K¼0
(displacement¼0 mm) to K¼1 (displacement¼dmm), leaving
the samples to rest for 70 s between consecutive increments,
ensuring quasi-static rates.

Fig. 1. Simple shear testing of porcine brain matter. Here the sample is a cuboid with dimensions 19� 19� 7 mm, and has two opposite faces glued to parallel platens, the
top one fixed and the bottom one mobile. The picture on the right was taken after a bottom platen displacement of 7 mm, corresponding to an amount of shear K¼1, an
angle of shear of 451 and a maximal stretch of 62%. The edge effects are very localised and most of the sample seems to have deformed homogeneously.

Fig. 2. Simple shear deformation.Dotted lines: sample in the undeformed config-
uration; solid lines: deformed sample.
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